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Table 53: Comparison of Delays and LOS - Forecasted vs.  Computed, University 

Pointe Site, Charlotte 

Delay (sec/veh) LOS

North Tryon St (US 29) / McCullough Dr 36.1 D

North Tryon St (US 29) / The Commons at Chancellor Park Dr 55.7 E

North Tryon St (US 29) / McCullough Dr 24.2 C

North Tryon St (US 29) / The Commons at Chancellor Park Dr 38.3 D

Intersection
PM Peak

                                                 Forecasted TIA Delays 2009

              Computed Delays 2009

 
 

 

Table 54: Comparison of Stops - Observed vs.  Computed, University Pointe Site, 

Charlotte 

Observed Computed Ratio

L 84                82                1.0               

T 18                26                1.4               

L 27                30                1.1               

T 10                19                1.9               

L 259              201              0.8               

T 183              352              1.9               

L 45                25                0.6               

T 234              325              1.4               

Observed Computed Ratio

L 210              152              0.7               

T 72                121              1.7               

L 66                60                0.9               

T 56                57                1.0               

L 207              163              0.8               

T 436              449              1.0               

L 116              225              1.9               

T 456              462              1.0               

North Tryon St (US 29) / McCullough Dr

Approach Direction
PM

Eastbound

Westbound

Northbound

Southbound

Eastbound

Westbound

Northbound

Southbound

Approach

North Tryon St (US 29) / The Commons at Chancellor Park Dr

Direction
PM

 
 

 

 

 

 


